
Manually powered
Initial pinch with hardened rolls
3 wire grooves (.400", .325", .250")
2" diameter rolls

SR-1220M
Slip Roll
12" Length, 20 GA-MS

SR-2420M
Slip Roll
24" Length, 20 GA-MS

Manually powered
Initial pinch with hardened rolls
3 wire grooves (.447", .380", .285")
2" diameter rolls

SR-3622M
Slip Roll
36" Length, 22 GA-MS

SPECIFICATIONS
Forming Width 12"
Solid Round .25"
Flat Bar 1" (.1875")
Minimum Diameter 3"
Handle Length 13.5"
Power Requirement Manual
Shipping Dimensions (L / W / H) 15" / 7" / 8"
Shipping Weight 18 Lbs

Specifications subject to change without notice.

SPECIFICATIONS
Forming Width 24"
Capacity (Mild Steel) 20 ga
Upper Roll Diameter 2"
Minimum Forming Diameter 3"
Wire Grooves Yes
Gear Ratio 1:1
Power Requirement Manual
Shipping Dimensions (L / W / H) 44" / 15" / 21"
Shipping Weight 220 Lbs

Specifications subject to change without notice.

SPECIFICATIONS
Forming Width 36"
Capacity (Mild Steel) 22 ga
Upper Roll Diameter 2"
Minimum Forming Diameter 3"
Wire Grooves Yes
Gear Ratio 1:1
Power Requirement Manual
Shipping Dimensions (L / W / H) 55" / 15" / 21"
Shipping Weight 286 Lbs

Specifications subject to change without notice.
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